
Benchtop IR Concentrator can be used in various 
experiment for microprotein or molecular structure. The 
required substances are extracted by concentrating 
DNA or RNA, Amino acids, Hormones, Enzymes, 
Protein in a short time by using vacuum pump and 
Infrared ray. DNA Pellet is collected into the top of 
tube evenly in the experiment to blend Ethanol with 
the samples in Microgram units in a very short time.

RO-96 WELL RO-1.5/60 RO-1.5/132 RO-15/12 RO-50/08

NB-502CIR

+35℃ to 80℃

Microprocessor Digital PID

0.1℃

Preheat

1,500rpm

Tact Switch Button

670(W)×685(D)×480(H)mm

AC220V, 50/60Hz

890W

MODEL

Temperature

RPM Range

Selectable 3 Modes: IR / IR & Heat / HeatHeat Mode

LED DisplayDisplay

1.5ml Micro-Tube x 132ea 
15ml Tube x 12ea, 50ml Tube x 8ea, 96-Well Microtiter Plate x 2eaCapacity

Operating Panel

Dimensions

Power (110V available)

Power Consumption

Range

Continuous or 99h 59minTime Range

Vacuum

Chemically Resistant PTFE-Coated Diaphragm Pump

8mbar

Analog Vacuum Gauge

Pump

Ultimate Pressure

Gauge

Control

Standby

Increment

Bench-Top IR Heating
Glass Cover

Diaphragm 
Vacuum Pump
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Benchtop IR Concentrator NB-502CIR

Accessories 

Cold Trap

Exterior
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