
NB-T101MT
It offers a combination of orbital and 
reciprocating shaking in one shaker at 
the same time. It can also operate in 
only orbital shaking motion by adjustment.

NB-T101MC
One type of shaking motions between 
orbital and reciprocating is selectable. 
Adjusting a lever switches the shaking 
motion.

Spring Rack 100ml 
x 16ea

Microplate 
Rack x 6ea

250ml 
x 9ea

2 Stairs Tube Rack 500ml 
x 5ea

Holders

MODEL

Dimensions

Power (110V available)

Power Consumption

AC220V, 50/60Hz

20W

Specification   

RPM

Display

Motor

Range

Accuracy

NB-T101MT

460(W)x455(D)mm
with Rubber Pad

465(W)x540(D)x125(H)mm 

NB-T101MC

220(W)x445(D)mm x 2ea

460(W)x540(D)x240(H)mm 
(Including Spring Rack)

Weight 35kg 38kg

Motion Orbital or Reciprocating Dual or Orbital

30 to 300rpm

Increment 1rpm

±1rpm

Time

Range

Accuracy

Increment

Continuous or  99h 59min 59s

±1%

1min

3.5-inch LCD Color Touchscreen

Plate Type BLDC Motor

22mmOrbital Diameter

Lever OperateMotion Control
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Accessories 

Exterior

Platform

Multi & Combination Shaker
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