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MODEL NB-104

RPM Range

Angle Range

Time Range

Dimensions

Platform Dimensions

Capacity

Power (110V available)

Power Consumption

2 to 35rpm

±7° from Horizontal

290(W)x200(D)mm

96-Well Micro-Plate x 4ea

305(W)x255(D)x165(H)mm

AC220V, 50/60Hz

40W

Weight 6kg

 3 Hours or Continuous

rpm 2 to 35 Usable Inside 
The Incubator

96 Well Plate 
x 4ea

 X 4ea

A shaker that provides stable and uniform shaking 
even at low speeds and is suitable for use inside a 
chamber.

Rocker NB-104

V130003
96-Well Microtiter 
Plate 

V130004
Multi Sample Plate 
Kit Head

V130001
Mixing Cup Head

V130002
Platform Head

Vortex Mixer
- Automatic start when vortex is touched on the mixing  cup
- Constant on after starting
- Adjustable RPM  3000rpm
- Wide option for accessories

NB-105V

MODEL NB-105V

RPM Range

Dimensions

Power Consumption

Power (110V available)

Weight

1 to 3000rpm

130(W)x155(D)x155(H)mm

20W

AC220V, 60Hz

3kg

Operation Mode

Material

Head

Touch On & Constant On

Aluminum Die-casting & ABS

Rubber Mixing Cup

Accessories 


